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Technical Data

DATA SHEET for: DALI Cold Cathode Convertor Twin Output 900v - 100ma

Compliant with standard EN 61347-2-10 for the L.V. Directive
Compliant with standard, EN 61000-3-2, EN 55015 3™ ed., EN 61547 for the EMC

Directive

Type B converter in accordance with EN 61347-2-10 (protection against secondary

ground fault leakage is required)

230v. input, with 1,5 mt cable.

Two output with 1,5 mt cable type K. Insulation in polyethylene and PVC. External

diameter 4,5mm. Section 1mm?
With CE mark.

Electrical data:

Input :

Input control :

Output:

Tension
Current
Frequency
Power

Cos ¢
Power factor

DALI Standard

Volt 230 ac
Ampere 0,4 (at 230v.)
Hertz 50/60

Watt 90

1.

A 0.99

Dimming 1....100%

Tension Volt 2 x 990 volt rms max

Nominal load current mA 82

Light output equivalent to 100 mA magnetic

Short circuit current  mA 95

Frequency Hertz 19.000 ... ... 80.000
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Please feel free to browse our website www.neoleclighting.com or contact us for any further information you may require:

Telephone +44 (0) 1527 528 521 Fax +44 (0) 1527 510 245 E-mail neoleclighting@dsl.pipex.com







